Dual Band Handy Yagi

Thomas M. Hart, AD1B

9 ecently, I started operating through
‘¢ the SO-50 and AO-51 satellites
2L % with my dual band Yaesu FT-60
handheld transceiver. The standard flexible
antenna worked, but I decided to investigate
handheld Yagi antennas to improve condi-
tions. My goal was to build a simple dual
band 2 meter and 70 em Yagi without driven
elements, a matching network or a feed line.
In short, my plan was to mount the FT-60 on
the antenna as [ had with the original 70 cm
Handy Yagi.!

After testing several configurations on
Roy Lewallen’s EZNEC program (see Www.
eznec.com), | settled on a design with seven
directors on 70 cm and three on 2 meters.
My Yaesu FT-60 dual band handheld serves
as the driven element. Figures 1 and 2 show
the configuration.

Construction

The final design balances performance
and size. The elements for both bands are
interlaced and mounted in parallel. There is
no driven element or reflector. Instead, the
FT-60 and a bicyele handlebar grip occupy
the usual reflector and driven element end
of the boom. The 2 meter elements can be
rotated parallel to the boom to simplify stor-
age. A screw eye at one end can be used to
hang the antenna when not in use.

Computer modeling indicated that 2/4 ele-
ment spacing works reasonably well on both
bands. This allows the use of a 55 inch boom.
The handheld is attached firmly in place by
its belt clip. A speaker microphone makes
transmitting and receiving very simple. See
the illustrations for additional details.

All elements were cut from % inch diam-
eter steel rod. An article by Ron Hege, K3PF,
provided the dimensions for the 2 meter ele-
ments shown in Table 1. The 70 ¢m element
dimensions are found in The ARRL Antenna

'Notes appear on page 43.

Table 1 ——
Length and Spacing of 2 Meter
Elements

All dimensions are in inches.

Director: D1 D2 D3
Length 375 36.375 36.0
Element DEtoD1 DitoD2 D2toD3
Spacing

Spacing 12 12 12

Cumulative 12 24 36

The popular handheld

Handy Yagi can

now work on both

VHF and UHF.

Figure 1 — Dual band
Handy Yagi with

2 meter elements
folded for storage.
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Figure 2 — An
EZNEC-generated
diagram of the
antenna shows the
element placement.
The Yaesu FT-60 is
represented by the
half-wave loaded
element on the left.
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